Attendance Sheet for Pre Bid minutes Meeting DT:14/08/2025

1ICT30062025Infra-DEEE3/2025-26 Supply, Installation and commissioning of Ash Fusion Tester

Name of the Firm

Representative of the Firm Name and Sighature
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File Ref. No. IICT30062025Infra-DEEE3/2025-26Dt: 14/08/2025
CPPP Tender ID :2025_CSIR_244002_1
Minutes of Pre-Bid Conference (PBC) held on 01/08/2025 for proposed procurement of

“Supply, installation and commissioning of ASH Fusion Tester

Chairpersons / Members of the Technical Sub Committee (TSC) present during PBC

including domain expertspresent during PBC:-
1. Dr N Lingaiah Chairman
2. Dr. Pratyay Basak, Member
3. Dr. Jithender Reddy, Member
4
5

. Dr. SreepriyaVedantam, Member
. Sri. D. Venkateswara Rao, Member
6. IO/PL —Dr. A. Gangagni Rao
Representatives of the following firm attended the PBC:

1. M/s Verder Scientific Private Limited

2. M/s Horiba India Private Limited.

3. M/s Orbit Technologies Private Limited

4. M/s L.R. Technology Services Private Limited
The following points were discussed during the PBC:
Query raised by M/s.Orbit Technologies / M/s. Verder Scientific and response of CSIR-
ICT:

Query-1: Asked to mention manual calibration for thermocouple.
Response: Agreed, the revised specs are digital controlled system or manual calibration using
gold and nickel wire for temperature validation.

Query-2: Include, RS232 connectivity.
Response: Disagreed, RS232 is an older technology used for data interfacing and data transfer.

Query-3: Revise, Water-cooled furnace jacket.
Response: Agreed, ‘water-cooled jacket’ option is removed in the revised specs.

Query-4: Revise, temperature range is ambient to 1500 °C.
Response: Agreed, the revised specs are ‘1500 °C or better’.

Query-5: Asked to include Windows 10 OS.

Response: Agreed, the revised specs are ‘windows OS 10 or advanced, the instrument and the
system should be upgraded to the latest version.



Query-6: Revise, camera is movable.
Response: Disagree, for our research the camera needs to be permanently mounted within the
body cabinet and automatically aligned to reduce the maintenance.

Query-7: Include, accessories and spares for 2 years.
Response: Agreed, the revised specs are ‘spares and accessories for the 2 years including ash
cone trays (1000 Nos), gold wires (3 Nos), and nickel wires (3 Nos).

Points clarified by CSIR-IICT Team during PBC:

The firm informed that they do not have problem with other points of tendered specifications
and requirements. Participating bidders have been informed that points raised by them during
PBC will be examined by CSIR-IICT’s Technical Sub Committee (TSC) constituted for the
purpose of procurement of said equipment and post PBC changes in tendered specifications
and requirements to be agreed after due consideration of the same by TSC, if any, will be
uploaded in CPPP as part of revised/amended tendered specifications.

Minutes of the PBC with changes agreed (if any) will be uploaded in due course at CPPP for
information and reference of prospective bidders on or before 24/08/2025. All bidders are
requested kindly to take a note of changes in tendered specifications subsequent to PBC held

today, i.e. 14/08/2025 before they start submitting their online bids through CPPP.
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File Ref. No. IICT30062025Infra-DEEE3/2025-26 Dt: 14-08-2025
CPPP Tender ID:2025_CSIR_244002 1

The following changes has been made in the tendered specification subsequent to PBC
held on 14.08.2025

'_Query Existing Specifications Revised/Amended
Specifications
| 6. Calibration: Built-in Pt-Rh thermocouple with | Calibration / validation:
auto-calibration. Manual validation using
gold and nickel wire.
2 7. Connectivity: USB, Ethernet. USB, Ethernet or better.
3 8. Cooling: Water-cooled furnace jacket | Remove the specification.
(optional).
4 2. Range: Ambient to 1500 °C Ambient to 1500 °C or
better.
5 9. PC for Data Storage Processing: Windows OS | Windows OS 10 or
11 version advanced, the instrument
and system software
should be upgraded to
latest version.
7 Spares and accessories
for the 2 years including
ash cone trays (1000
Nos), gold wires (3Nos),
and nickel wires (3 Nos).

All the other tender terms remain unchanged. Bidders may please submit their bids
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